FRAME AND COVER CASTINGS A & B,
STD. PLATES 2201E & 2202D

ADJUST TO GRADE PER

COVER SLAB TO MEET OR EXCEED

/ STD. PLATE 2321A

s
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AASHTO HS 25 LOADING

27" DIA. OPENING
TANGENT TO THE INSIDE
WALL OF MH AND OVER
INLET PIPE (FIELD
VERIFY LOCATION)

PLACE 2 ROWS OF RAM-NEK
OR CITY APPROVED EQUAL,
TO SEAL TOP SLAB TO MH RISER

CONTRACTOR TO SUPPLY AND INSTALL
POST CONSTRUCTION STORMWATER
TREATMENT SYSTEM PER CONTRACT

SPECIFICATIONS AND MANUFACTURERS
SPECIFICATIONS.

SUBMIT SHOP DRAWINGS TO CITY PRIOR
TO FABRICATION AND INSTALLATION

MOUNT BAFFLE AT THE
CENTER OF MANHOLE
AS PERPENDICULAR AS
POSSIBLE TO THE
INLET PIPE.

PVC
HOODED
OUTLET
COVER

INLET AND
OUTLET PIPE
SHOULD BE
LOCATED AT
AN

ANGLE = 90°

BAFFLE AND HOODED OUTLET

COVER SLAB DETAILS
COVER INSTALLATION PLAN

INLET AND OUTLET TO
HAVE AN EQUAL INVERT
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PVC HOODED OUTLET COVER AT THE OUTLET PIPE.
= INSTALL HOOD "BEFORE" MH COVER SLAB IS
e MINDIA 727 INSTALLED.
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